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PERMEABLE ASPHALT CARPARK SURFACE
SCALE 1:20
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PERMEABLE ASPHALT CARPARK SURFACE
AS PER BSM DETAIL S14 ON DRG. No. 913 ON 400mm DEEP STONE

FILTRATION BASE OF CLEAN CRUSHED ROCK 10-63 TO IS EN 13242
AND SR21 ANNEX E COMPACTED IN ACCORDANCE WITH IS888 AND

WRAPPED WITH INBITEX TERRAM  HYDROCARBON BARRIER OR EQUIVALENT

CARPARK BASE TO BE FULLY
LINED WITH INBITEX TERRAM OF
EQUIVALENT HYDROCARBON
FILTER GEOTEXTILE BARRIER WITH
POLYPROPYLENE CORE (70%)
POLYETHYLENE SHEATH (30%)

INBITEX TERRAM GEOTEXTILE BARRIER WITH
POLYPROPYLENE CORE (70%)
POLYETHYLENE SHEATH (30%)
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PERMEABLE ASPHALT PAVING TO CAR PARK.
AQUALFOW INFILTRATION SYSTEM TO BE USED
UNDER CAR PARKING AREA C/W INBITEXT
GEOTEXTILE TO REMOVE ALL HYDROCARBONS
& FILTER RAIN WATER RUN OFF.

PERMEABLE ASPHALT PAVING TO CAR PARK.
AQUALFOW INFILTRATION SYSTEM TO BE USED
UNDER CAR PARKING AREA C/W INBITEXT
GEOTEXTILE TO REMOVE ALL HYDROCARBONS
& FILTER RAIN WATER RUN OFF.

PERMEABLE ASPHALT PAVING TO CAR PARK.
AQUALFOW INFILTRATION SYSTEM TO BE USED
UNDER CAR PARKING AREA C/W INBITEXT
GEOTEXTILE TO REMOVE ALL HYDROCARBONS
& FILTER RAIN WATER RUN OFF.

PROPOSED STORM WATER LAYOUT TO NEW CAR PARK
SCALE 1:250

PROPOSED CONCRETE FOOTPATH,
SURFACE WATER RUN OFF TO DRAIN
TO GRASS MARGINS.

PROPOSED CONCRETE
FOOTPATH, SURFACE
WATER RUN OFF TO DRAIN
TO GRASS MARGINS.

ACO DRAIN

ACO DRAIN DISCHARGE
TO SOAKAWY (DESIGNED
TO BRE DIGEST 365)

EXISTING SOCCER PITCH
NATURALLY DRAINED TO
BE RETAINED

PROPOSED CONCRETE FOOTPATH,
SURFACE WATER RUN OFF TO DRAIN
TO GRASS MARGINS.

PROPOSED CONCRETE FOOTPATH,
SURFACE WATER RUN OFF TO DRAIN
TO GRASS MARGINS.

GENERAL
1. COPYRIGHT AND OWNERSHIP OF THIS DRAWING IS VESTED IN HORGAN

LYNCH, WHOSE PRIOR WRITTEN CONSENT IS REQUIRED FOR ITS USE,
REPRODUCTION OR FOR PUBLICATION.

2. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH ALL RELEVANT
ARCHITECT'S, SERVICES ENGINEER'S AND HORGAN LYNCH DRAWINGS,
DETAILS AND SPECIFICATIONS.

3. ALL DIMENSIONS TO BE CHECKED ON SITE AND ANY DISCREPANCY TO BE
REPORTED TO THE ARCHITECT / ENGINEER.  FIGURED DIMENSIONS ONLY TO
BE USED, DRAWINGS NOT TO BE SCALED. ALL LEVELS ARE STRUCTURAL
UNLESS OTHERWISE NOTED.

4. THIS DRAWING IS TO BE READ IN CONJUNCTION WITH BSM DWG REF
6615_371
6615_379
6615_380

TOTAL CAR PARK AREA - 2705m²

KLA 05.02.21 ISSUED FOR AXB PLANNING 
 6. ALL PEDESTRIAN PATHS AND ANGLING STANDS TO

DRAIN LOCALLY TO GRASS MARGINS, REF TO DWG
REF BSM 6615_371 FOR DETAILS OF PATHS AND
SURFACES.

7. ALL GRASSED AREAS INCLUDING PITCHES AND
REINFORCED GRASS PARKING AREAS ARE TO BE
NATURALLY DRAINED VIA INFILTRATION.

AutoCAD SHX Text
t: +353 21 4936100

AutoCAD SHX Text
f: +353 21 4936199

AutoCAD SHX Text
e: cork@horganlynch.ie

AutoCAD SHX Text
Cork.

AutoCAD SHX Text
t: +353 1 6770366

AutoCAD SHX Text
f: +353 1 6770604

AutoCAD SHX Text
25/26 Merchant's Quay

AutoCAD SHX Text
Merchant's Hall,

AutoCAD SHX Text
Dublin 8.

AutoCAD SHX Text
e: dublin@horganlynch.ie

AutoCAD SHX Text
Blackrock Road,

AutoCAD SHX Text
Tellengana,

AutoCAD SHX Text
PROPOSED CAR PARK DRAINAGE 

AutoCAD SHX Text
MALLOW TOWN PARK

AutoCAD SHX Text
CQ15-021

AutoCAD SHX Text
A


	Sheets and Views
	A1


