
Soakpit

Over 1400mm High

CONCRETE POST HEADS

DETAIL OF CHAIN-LINK FENCE

Straining Post.

Post At Point Within Top Third Of
Length Above Ground Level At

Strut Post At Angle Of Approx. 45°.
On Level Ground, Fixed To Straining

Chain link fence wire to comply with grade A, B.S.4102.Finish to be with 

Straining posts shall be provided at all ends,corners,at changes of direction

Intermediate posts shall be tapered to 75 x 75mm at top.

plastic coating- size of mesh to be 50 mm.

Galvanised wire 3mm Diam.
Plastic coated core-3mm dia.   (4mm dia overall)

NOTE :

and at intervals not exceeding 60 M on straight lenght of fence.

PLAN

SCALE 1:20

ELEVATION
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STRAINING

CONCRETE POSTS

Concrete Pads To Engineers Detail/Approval

FENCE

HEIGHT
 OF

INTERMEDIATE STRUTS ROUNDED

2 B 2 C

PYRAMIDAL WEATHERED

Max. 60m For Straining Posts
3m Max. For Intermediate Posts

125 x 125mm Straining Post

600mm Deep For Fence 
Up To 1400mm High

760mm Deep For Fence

125 x 125mm Straining Post

Ground Level

ELEVATION

125 x 125mm Straining Post

450 x 450 x 400mm

Ground Level
215 x 100mm
concrete block
laid flat as capping.

Piers At 3.6m Cts.
With Expansion
Joints Every Other
Pier.

215mm Cavity Block
Fairfaced Walls.

215mm Solid
Conc.
Blockwork
To Ground
Level

Conc. Foundation To Be
Grade 25,
4 No. 12mm Ø M.S.
Bars Longitudinally,
12mm Ø M.S. Bars @
900 Cts.Transversally.
Depth To Be Determined
On-Site

DETAIL OF CONCRETE BLOCK WALL
SCALE 1:20

Ground Level

Concrete Pad Foundation

DETAIL OF FIELD DRAIN
SCALE 1:20

Installation & Supply of
Surface Water Pipe 150mm
diameter twin walled
thermoplastic pipe to
clause 501 of the
specification in trench.
Depth to invert not
exceeding 2m average
depth.

Sidefill Minimum
150mm Wide Each
Side of Pipe
Regardless of
Diameter

Ground Level

2˝ Clean Crushed
Stone (Clause 503
/ 20mm Clean
Drainage Stone)
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Rockchapel Cemetery Extension

Boundary / Drainage Details and Layout

Concrete Block
Boundary Wall

Existing Burial Ground

Field Drain

Chain Link
Fence.

Chain Link
Fence.

Designed Soakpit
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